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EAD Armrest Hardware
Elevating, Articulating, Depth-Adjustable (EAD)

Supplier: These instructions must be given to the user of this product.
Operator (Individual or Caregiver): Before using this product, read instructions and save for future reference.

Instructions

WARNINGS: 
 - After installation is complete, check the product for proper functioning. Follow all instructions and safety 
information provided with the product and provided by the manufacturer of the wheelchair or other accessories. 

 - Check daily to make sure that all hardware is fully tightened. DO NOT use the product if any part cannot be 
tightened or is broken. 

 - If you are unable to perform any tasks described in this document, seek assistance by contacting the clinician, 
equipment provider, distributor, or Customer Support.

Package contents: hardware - armrest pad assembly; 3/16” hex key

Attaching EAD Hardware

1 Remove the screws (A).

2 Clamp the hardware to the wheelchair.

3 Tighten the screws.

Adjusting - Elevation, Articulation and Depth

The EAD Armrest can be adjusted in the 
following ways. Adjust as needed.

Width adjustment:
Adjust the mounting locations on the 
armrest to fit the trunk size of the user. 
Tighten screws (B).

Depth adjustment:
Adjust the screws (C) for the depth of the 
armrest pad.

Elevation and angle adjustment:
Use the toggles (D) to adjust the elevation 
and angle of the armrest.

Shown with Molded Arm (2300R-PAD or 2300L-PAD).
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